Kiemenblech KB 600

Gill Plate
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- FUr Outdooreinsatz von Filterliftern und Austrittsfiltern

- Passend fur Filterltfter LV 600 — LV 800 und Austrittsfilter GV 600/700
- Witterungs-und korrosionsbestandig

- Stabil, vandalengeschutzt (IK-Code: IK 10)

- Material: Edelstahl 1.4301 geschliffen

- Auf3en sind keine Schrauben

- Befestigung erfolgt von innen

- Nachristung an bestehenden Anlagen mdglich

- Mit Dichtungen und Befestigungszubehor

- For outdoor use of filter fans and exhaust filters

- Suitable for filter fans LV 600 — 800 and exhaust filters GV 600/700
- Weather and corrosion resistant

- Solid, vandal-protected (IK-Code: IK 10)

- Material: polished stainless steel 1.4301

- Outside are no screws

- Mounting from the inside

- Retrofitting at existing enclosures is possible

- With gaskets and accessories
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Montageausschnitt
Installation cut-out

o © o o
ol N o 9
@ ™ Q) ®
5
F——

2 R o
4 x @5.5/
Je 4 Lécher 5,5 mm in Schaltschrank und Innengitter bohren.
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Drill 4 holes 5,5 mm into inside grill and control cabinet.
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